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CATALOGUE No. 60 



Showing the Factories where Preston Metal Ceilings and Sidewalls are 
/ manufactured 
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.HCA& OFFICE. PflESrON 




New Offices and Factories beinfi built corner Kinft and 
Dufferin Streets, Toronto, Ont. 




677-79-81 Notre Dame Ave. W., Winnipeg, Man 



The Metal Shingle & Siding Co., Ltd. 



(Associated with The A. B. ORMSBY COMPANY. Limited) 



MONTREAL, Que. 
TORONTO, Ont. 



With Factories at 

PRESTON, Ont. 
WINNIPEG, Man. 



SASKATOON, Sask. 
CALGARY, Alta. 



(Agencies and Warehouses in all the large cities) 



Head Office 



PRESTON, Ont. 



C. DOLPH, President 
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A Word to our Patrons 

111 this catalogue \ve merely try to give an idea of the different 
designs in ceihngs and sidewalls which we manufacture. While a 
print ahvays gives a fair likeness of the original, the original in itself 
is far more true. It is the same with these prints reproduced here— 
they give a good likeness, but in no way can they show up the true 
beauty of the original plates. 



Estimates and Samples' 

We shall be pleased to figure on any ceiling or sidewall job — 
no matter how small or how large. We have experts whom we can 
send on short notice to give estimates and show samples. Just a 
card to us at any time telling what the sizes of the rooms are will 
bring the desired sketches and full information in regard to the 
metal covering. 
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Shipping Facilities 



We ha\^e the best possible shipping facilities from all of our 
factories and are prepared to handle any kind of an order on short 
notice. Most of our factories are situated on two or more railroads 
which will enable us to give the best of service at all times. 
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For factory ceilings we are making a special corrugated iron which has proven 
verv satisfactory. This iron is made up in lengths from three feet to ten feet long, 
with corrugations of one inch. We can also supply this in our stock sizes of cor- 
rugated iron 1H"> '^'\ -^3^'' ^nd 3". This kind of ceiling is easily erected and lor 
factory purposes cannot be beaten, as it makes a very neat job and gives added 



strength to the building. 



Beaded Ceilings and Sidings 
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■ Made from Black, Painted or Galvanized sheets. No gauge and lighten, 
Covering width 28'\ Standard lengths 5, 6. 7, 8, 9 and 10 feet. Beads are 3"! 
from centre to centre. 

jPf The use of Sheets— Corrugated, Crimped or Beaded— for ceilmg purposes, has' 
proven quite successful and satisfactory. ; 

Our Beaded Ceiling or Siding is particularly well adapted for storerooms, ware- 
rooms, halls, factories, etc. 

This product can be applied directly to joists, if latter are level, or to rough 
sheathing over the joists, or over the plaster. In the first case, work is not so rapid as 
in the second, where sheathing is used, and in some places is not attended with as 

good results. 

The advantage in the case of applying steel or iron over plaster is that it can lie 
done without removing the old plaster, aiul thereby very little dirt is occasioned: 
besides, it does not greatlv interfere Avith business if it is put up m a store or office 
room. 'This item of cleanliness, where receiling is necessary, is indeed important. 

Builders and all practical men know that it is useless to adopt plaster ceilings in 
business houses, factories, etc., where there is much jarring or vibration from machin- 
erv and handling of heavv goods, for this will soon cause the plaster to tall oil. lire 
weight of metallic ceilings, such as we make, is probably not over 2 per cent, of the 
weight of piaster, so that this item figures conspicuously m preparing the frame work 
for any room of considerable size. 

Xo special tools are required to apply this Beaded Ceiling. The sheets should 
be lapped one or two inches at ends, and over one crimp at sides, and carefully nailed. 
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Preston Steel Ceilings 
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Advantages of Steel Ceilings 
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look old. 



Tliere is no other style of interior finish 

..hich compares .vltli Steel Ceilings and 

Side AValls in appearance and durability. 

especially when their lo^v cost is considered. 

^Vood ceilings shrink and soon show 

unsightly cracks. At best, they are not 

ornamental, and they are expensive to 

.-^ ^ decorate, owing to the wood absorbing so 

X . much paint. 

.v! Plaster ceilings are simply a make-shift. 

They are bound to crack, warp and discolor. 

.$<<-d There is always a danger of their falling 

and seriously injuring any persons who may 
^r -N - XVS.S/ be near. They are absorbent and therefore 

unsanitary. They actually invite the rav- 
ages of mice, rats and other vermin. They 
.i^ />C:-,.:-. - — 'V^:^::^^ ^^^ neither durable nor ornamental and 

the only reason for their existence is that 
they are cheap— in the first cost. 

Even in the original outlay, Steel 
$^^^\'^ Ceilings cost little more than plaster or 

.^f-rH. wood. When you take into consideration 

^^ that Steel Ceilings will last as long as the 

in which they are used, and that they never require redecorating or repairs, and never 
vou will admit that they are the most economical way of finishing your ceihngs. 
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Some Points to Remember 



Steel Ceilings are fireproof to a very high degree, and 
they have often been known to check fires originating in 
upper storeys, until tlie contents of the room thus protected, 
liave Ijcen removed- 
Steel Ceilings admit of decoration in almost unlimited 
variety. They are easily painted, even by unskilled hands, 
and require very little paint, as the metal is non-absorbent. 

Steel Ceilings are sanitary. When dirty they may be 
easily cleaned with soap and water. They afford a real pro- 
tection against dirt and vermin. 



Over Old Plaster 

Steel Ceilings may be applied over old plaster ceilings 
without removing the plaster, and in nmch less time than it 
wotdd take to replaster. For this purpose, we recommend 
nailing V2 inch wood sheeting over the whole ceiling, and 
applying celling plates to this sheeting. Another plan is to 
simply nail furring strips as required across the ceiling and 
apply the metal to the furring strips. This is slightly less 
expensive, but the work is not so easily done as when the y§ 
inch solid sheeting is used, 



About Harmony in Design 

Our Steel Ceilings are classified according to prevailing 
architectural styles- Thus^ for churches, we almost invari- 
ably' use our Gothic designs, which are manufactured especially 
for cJiurch work. Per hotels our Louis XIV goods are fre- 
quently preferred, and these are also very suitable for many 
kinds of stores, school buildings, and similar structures. We 
have recently added a splended assortment of Colonial Designs 
which are bound to be selected for many purposes. 

For the reasons stated above, our Classified Steel Ceilings 
produce a peculiarly pleasing and harmonious effect in any 
room in which they may be used. 

All the remarks we have made regarding Steel Ceilings, 
are equally applicable to Steel Side AValls. 

Where to Use Steel Ceilings 

There is scarcely any kind of building, either puhlic or 
pri\"ate, in any style of architecture, w'here Steel Ceilings can- 
not be used with advantage. In all parts of the world, Steel 
Ceilings are making rapid strides as a popular interior fini^sh, 
but in Canada and the United States they are now used almost 
universally for certain kinds of buildings. 

School Buildings 

Perhaps there is no class of structures where Steel Ceil- 
ings are so necessary as in schools. A sanitary material is 
here imperative as the health of the students must be guarded 
in every possible way» Another requirement is that the 
acoustics be good so as to clearly carry the teacher s voice to 
every corner of the room. The interior finish should have a 
cheering effect on the minds of the pupils, and above all, it 
should be safe- A plaster ceiling falling in a school room 
would cause terrible injuries to the pupils and the newspapers 
frequently report such accidents as this. 

Steel Ceilings are so easily washed and kept clean, and 
are so perfectly non-absorbent, that they allow no chance for 
germs to lodge and breed disease. No other material excels 
metal as a sanitary finish. 

Steel Ceilings are vibrant and resonant, so that the 
acoustics of a room finished in this way, are perfect. They 
admit of highly decorative effects at a low cost and lend a 
particularly bright and cheery appearance to a room. 
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Suggestion for a Gothic Steel (-eiling 
for Rooms 14 ft. wide and over. 

Those who use Steel Ceilings need have no fear of any 
portions of the ceiling ever falling, as it would be impossible, 
This is a very important consideration in school buildings. 
and it is one which, alone, should influence trustees to insist 
upon steel being adopted as the interior finish. Nearly all the 
new schools which have lieen erected in the province of On- 
tario during the past few years, have been finished throughout 
with metal ceilings, and in many of the older schools, steel 
ceilings ha\"e been put on over the old i)laster or wood. 
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Hospitals, Churches, etc. 

Fur the reason that they are sanitary, Steel Ceilings 
should be used in Hospitals. In Churches, Theatres, 
Lodge Rooms and Public Halls, they arc superior to 

nny other finish because of their acoustic properties and 
highly decorative effects. 

In Offices, Stores and Warerooms, Steel Ceilings are 
being \'ery extensively used, because the>' are clean an<l fire- 
proof, liesidf^ adding materially to the general appcai'ance. 



Private Residences 

For prl^'ate residences our Steel Ceilings are particvdarly 
desirable. In the Kitchen they should always be used, 
because they arc sanitary and easily cleaned with soap ami 
water- Dirty Kitchen Ceilings often spoil the effect of s;pot- 
less floors, but wiien steel is used, the>' are not only easy to 
clean, but also hard to soil. They present a non-absorbent 
surface to the smoke and smudge which so quickly disfigure 
plaster ceilings. People who like to redecorate their kitchens 
every two or three years, will find that a little paint goes a 
long way on a Steel Ceiling- 
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Steel Ceiling.s are almost a necessity in Pantries. When 
used with our Steel Walls, they constitute practically a Steel 
Bo\-, which keeps the contents from drying out, and are proof 
against the ravages of mice and rats. Shelves may be applied 
to the Steel Walls wherever required, 

Bath Rooms should also have a Steel Interior, which 
gives them a neat and bright appearance. 

In fact, our Steel Ceilings may be used throughout the 
house, with every assurance that they will give the best of 
satisfaction. When it is considered that Steel Ceilings are 
practically indestructible, it will be seen that they are also 
the nxost economical ceilings to buy, for any purpo.se. 
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How to Order Steel Ceilings 

From information furnished us, we prepare a working drawing for each ceihng, 

1 H J th s.me detailed instructions which any ordinary mechanic can easily 

fdfowiapilynrthf ceiling. By exercising a little forethought in giving this 

information c/stoniers will avoid minor discrepancies when the work of applying 

ceiling is under way. . j • 4-u i +• 

When'ceilins- is required for an irregular shaped room, we advise the selection 
of a design" which may be applied diagonally and cut, without spoilmg the design. 

This is Important 

Intending purchasers should send us a rough sketch, giving a correct idea of the 
shape of the room, with accurate measurements. Remember that it should be a ceilmg 
plan not a floor plan. In the case of curved, or other peculiarly shaped ceihngs, 
sectional drawings should also be sent. Mention height of ceiling and distance from 
it to the top of doors and windows, so that a cornice of suitable depth may be 
selected. Give the number and location of gas outlets, centre pieces, etc. If 
there are any parts of the room where the cornice cannot be applied owing to 
obstructionsrmark same carefully in the diagram. 

Over Old Plaster 

Our Steel Ceilings can be used over old plaster wdthout removing it, by nailing 
14 in. wood sheeting over the whole ceiling, and applying ceiling pLates tothis sheet- 
ing. Especially in the case of small rooms we advise the use of this sheeting 
instead of furring strips, as in this way the ceihng material is more easily applied, at 
a very slight increase in cost. We wiU ship with each order, if desired, enough ^ in. 
sheeting to complete the work, at an extra charge of $1*2.50 per thousand f. o. b. 
Preston. . ■ 

Packing 

" We make a specialty of packing and crating our goods. We also supply with each 
order, a most complete itemized packing slip, which wall show customer number of 
packages in the shipment, and exact contents of each package. Packages are 
manufactured from ash which is sawn and planed on our own premises. All shipments 
are carefully packed and securely crated, so that they should reach their destination 
ill good condition. We ask our patrons to promptly advise us of any unduly rough 
handhng of their shipments by transportation companies. 

Paintin 

Before leaving the factory, all our ceiling material is primed white on both sides, 
with a coating of white lead, thinned with pure linseed oil, thus giving it the dull 
egg-shell finish, which provides the best foundation for decoration after the ceiling is 
erected. It also acts as a preservative for the metal. 

Weight and Freiglit Rates 

Steel Ceiling when crated ready for shipment, weighs about 65 lbs. to the square 
— a quantity sufficient to cover one hundred square feet of surface. These goods 
are shipped at rate of 4th classification, and either C.P.R. or G.T.R. agents will quote 
rate from Preston. 



Nails 

With each order, we send special nails 
making no extra charge for same. 



for applying steel ceiling material, 
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COLONIAL 




COLONIAL is the style of architecture developed in the American Colonies before 
and at the time of the Revolution. It is a development of the classical forms and 
a modification of the Renaissance under prevailing conditions, characterized by 
refinement of proportion and detail. 

In our development of Colonial we have rendered the characteristic panel effect 
with modified Greek details, combined with ''Adams" like treatment of continuous 
surfaces. This is a style suitable for private as well as public buildings. 



GOTHIC 

- 

* 

THE term Gothic at first applied simply as a mockery, by the architects of the 
Renaissance Period, is now universally accepted, as the name of that style of 
architecture which flourished in western Europe, from the middle of the tAvelfth 
to the end of the fourteenth century. It varied under local influence, in different 
countries, but its distinguishing characteristics were everywhere the same. Gothic 
Architecture is characterized by nobility and completeness in construction, and, being 
dominated throughout by religious symbolism, it has become the accepted style for 
religious purposes. 

In Yorkshire, England, there was a steady progressive development of Gothic 
Styles, uninfluenced by any classical tradition. Consequently it there reached a very 
marked character. 

English Gothic Architecture may be divided into three distinct periods, namely, 
the Early English, from 1175 to 1272 A.D.; the Decorated, from 1272 to 1377; and the 
Perpendicular, from 1377 to 1483; each period being about 100 years in extent, though 
the transition from one style to the next succeeding was so gradual that no exact 
dividing date can be set. 

The Early English style includes the transition from the Romanesque to the 
Gothic; the Decorated style is distinguished by wider arches, divided by narrow 
mullions; and the Perpendicular becomes more and more complexed. 

In our designs we have interlaced the three different periods, resulting in a ^'ery 
acceptable finish. 



LOUIS XIV 
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THE period known as the age of Louis XIV covers the reign of that King, as well 
as that of his two successors, Louis XY and Louis XYL This was an age of 
remarkable literary and artistic activity, as wefl as of progression. A style of 
ornament developed in the reign of Louis XIY can be traced through the sovereignty 
of each of his successors, and the changes Avrought upon it clearly observed. 

The general character of Louis XIV style is even more classic on the interior than 
that of Henry lY period, but it is also free from the extravagance of the Italian school 
as can readily be seen in the following designs, which have distinctive quality, riehn 
in composition, and are suggestive in treatment of this progressive period. 
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Colonial Ceiling Plates 



(See Page 7) 



Plate No. 7001 

Designed 19. inch multiple. 
Size, ^24- X 24 inches. Code Word — Babble. 




Plate No. 7002 

Designed 12 inch multiple. 
Size, 2-i X 24 inches. Code ^N ovd— Babbler. 



Pi 




Plate No. 7003 

Designed 12 inch multiple. 
Size, 24 X 24 inches. Code Vs' or d— Babbling. 




Plate No. 7004 



Size, 24 X 24 inches. 



Code WoTd—Bahel 
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Colonial Ceiling Plates 






Plate No. 7005 

Size, '■24 X 24 inches. Code Word — Baboon. 



Plate No. 7006 

Size, '24 X "24 inches. Code Word — Bachelor. 




Plate No. 7007 




Plate No. 7008 



Size, 24 X 24 inches. Code Word — Backbite. Size, 24 x 24 inches. Code Word — Background. 
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Colonial Ceiling Plates 




Plate No, 7009 



Plate No. 7010 



Size, 24 X 24 inches. Code Word — Backward. Size, 24 x 24 inches. Code Word — Baggiyig. 




Plate No. 7121 



Size, 18 X 18 inches. 



Code Word— 5a ;7 




Plate No. 7123 




Size, 18 X 24 Inches. 



Code Word 



Plate No. 7124 

Bailable. Size» 18 x 24 inches. Code Word 
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Baking. 



Colonial Ceiling Plates 




Plate No. 7125 

Size, 12 X :24 inches. Code Word — Bailiff. 




Plate No. 7126 

Size, 19 X 'ii inches. Code \Vord — Baiting. 




Spacing Border No. 7033 

Size, G X 30 inches. Code AVord— 





Angle Panel No. 7202 

^izc, -24 X 2-t X 7 X 24 X 7 inches. Code Word—Bahcri/ 




Angle Panel No. 7201 

Size, 24 X 24 x 7 x 24 x 7 inches. Code Word — Bakehouse, 

Page Eleven 



Spacing Border No. 7031 



For Angle Panel. Size. 4 x 24 inches. 
Code Word— Bailment. 
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Colonial Border 




Border No. 7162 

MuUiijle ^-t inches, width 18 inches, length 48 inches. Code Word — Baldness 

May also be used as a frieze on wall below cornice. 

No. 717.>. shown on the following page, is used witli Xo. 716^2 for outside corners 




Inside Corner No. 7172 

Used witJi Border No. 7162. 
Size, 18 X 18 inches. 
Code Word^Ballad. 
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Colonial Border 




Inside Corner No. 7173 

U-sed Avith Moulded Border Xo. TKi.'J. 




Outside Corner No. 7175 

Used with Moulded Border Xo. 7103. 



Size, ^24 X '24 inches. 



Code V(ovd—Hailusf 



Size, 24 X ^24 inches. 



Code Word— Ballof 




Moulded Border No. 7163 

Multiple '24 inches, ^idth "24 inche.s» length 48 iaehe.s. Code AA'ord — Balloon 

Composed of Border X^o. 716^2 and Moulding Xo. 7*224. 
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Colonial Fillers 







Filler No. 7302 

Widths. «). 10. 1-2. 14. 16. IS. -20. -t'l and -24 inches. 




Filler No. 7303 

Width of Centre Ornamentation 9 inches. Sizes, l->, 14, 16, IS, ^0, -2-2 and ^4 inches x 4S inches. 

Code Word — Ba.nn. 
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Colonial Fillers 




Filler No. 7300 

Width of Border 15 inches. Sizes, 14, 16, 18, --^O, '-25 and '-^i inches wide bv 48 inches lon^. 

May also be used as a frieze on Avail below cornice. 

Code Word — Ba.seles\9. 




Filler No. 7301 

Width of_Ornamentation Tj/^ inches. Sizes, l'^, 14, 16, 18, 20, ^^2 and 54 inches x 48 inches 

Code Word — Basement. 
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Colonial Wainscotings 




Side Wall Plate No. 7273 

Widtli. '■24 inches. 
Code Word — Batlitifj. 




Wainscoting No. 7285 

Size, -U X 3<i inches, including 12 inch Block. 

Code Word — Basiing. 




Wainscoting No. 7034 

Size, \-l X 36 inches, including 12 inch Block 

Code Word — Balcony. 




Wainscoting No. 7286 

Size, U X 32 inches, including 12 inch Block 

Code Word — Bastion. 
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Colonial Mouldings 
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Moulding No. 7221 

WiiUh, 31-1 iiH'hcs. Loiiiilli, IS Iiulies, Codr Wanl — Iialinij. 




Moulding No. 7222 

Width, -t iiu-hes. Length. 48 inches. Code W'nrd^ Rnrometer. 




^.^^^J^^Ji^^i^i^Ji^i^i^i^i^iJ^ 




Chair Rail No. 7223 

Width. (> inchi's. I.rimth, +S iiu-hcs. (\nic Wovd— Baronet. 




Moulding No. 7224 

Width, (J iuflirs, Lrii-^lli, ^S imlu's. (\m\c Word fiornilor. 




Moulding Nu. 7225 

Widlii. I^^ inclirs. l.rMKlli, 4H inLlu'.s. Code Word luirri.-<lcr. 

See next pagf t"i l^H**. It'i^s iU'd Crossi-s. 



/*(i</*- Sffnihen 



\' 



■■^ 



' '■ I 

I 



tli^l' 






H) 



\-:-: 




Ells, Tees and Crosses tor Colonial Mouldings 
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(Mouldings shown on preceding page) 




Ell No. 7221 

Code Word— Balmm. 




Ell No. 7222 

Size, 4 X 4 in. 
Code Ward— Baron. 




Ell No. 7224 

Size, 6x6 in. 
Code Word— Barrel. 




Ell No. 7225 



Size, 12 X 12 in. Code Word — Barrow. 




Tee No. 7225 

Size, 12 X 12 in. Code Word— Barker, 




Tee No. 7221 

Size, 3J^ X S}4 in. 
Code Word— Barmaid. 




Tee No. 7222 

Size, 4 X 4 in. 
Code Word — Baronage. 




Tee No. 7224 

Size, ti X 6 in. 
Code AVord — Barricade. 




Left Finishing End 
No. 7223 

Code "Word — BaroniaL 



mmm^m^\f^Wi(^: 



Right Finishing End 
No. 7223 

Code Word — Barrack. 




Cross No. 7221 

Size. Sl4 X SVi in. 
Code Word — Barnacle. 




Cross No. 7222 

Size, 4 X 4 in. 
Code Word— BaroncA^y- 




Cross No. 7224 

Size» 6 X 6 in. 
Code Word — Barrier. 




Cross No. 7225 

Size, 1^2 X 12 in. Code Word— Basa/(. 




Moulding Block No. 7225A 

Size, 12 X 12 io. Code V^ord— Basaltic. 
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Colonial Side Wall Finish 




End Piece No. 7271 

Size, ^24 X ^4 inches. Code Word^Ba.'iket. 

See design No. 7160, page ^29. 






End Piece No. 7272 

Size, 24 X 24 inches. 
Code Word-^ Bayonet. 



Side Wall Panel No. 7270 

Size, 24 X 9() inches. Composed of Nos. 7273, 
7271 and 7272. Code Word— Bathbrick. 
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Colonial Ceiling Finish 



f- 



Ceiling Plate No. 7252 

AVidth. 24 inches. 
Code Word — Baifery. 




End Piece No. 7261 

Size, 24 X 24 inches. 
Code Word— Battle. 



These Plates may be used on side walls, see No. 7150 (page 28.) We do not, however, 
recommend these plates for side wall, except on large walls without openings. 




End Piece No. 7251 

Size, 24 X 24 inches. 
Code Word — Battlement, 




Ceiling Plate No. 7262 

Width, 24 Inches. 
Code ^Nord—Baysalt 
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Colonial Cornices 




Cornice No. 7081 

Depth, 16 inches; Projection, 15 inches; Length, 48 inches. Code Word — Bandage 




Cornice No. 7082 

Depth, 13 inches; Projection, VZ inches; Length, 48 inches. Code Word — Bandit 



-■ . ^1 Mvyjfr _ 



fr i ^r 
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Cornice No. 7083 

Depth, 834 inches; Projection. 4 inches; Length. 48 inches. Code Word — Baneful 



- -V <- ■■ p*?«y*;^ 




Cornice No. 7084 

Depth, 43^ inches; Projection, 43^ inches; Length, 48 inches. Code Word — Bangle, 

We can supply inside and outside right angle mitres for all the above cornices, \Vood l»rackets ->upplied free upon request, 
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Colonial Cornices (Continued) 



Cornice No. 7085 

Depth, 4 inches; Projection, 5 inches; Length, 48 inches. Code Word — Banish 



Colonial Centre Piece 




Centre No. 7400 

S.-, 48 X 48 inehe.. Code Word~Bani.k,ncnL 
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Colonial Centre Piece 




Centre No. 7500 

Size, 48 X 48 inches. Code Vsord^Banquet. 



4t 
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Colonial Centre Piece 
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Centre No. 7600 

Size, 48 X 48 inches. Code Word — Bantam. 
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Colonial Centre Piece 





Centre No. 7700 



Size. 48 X 48 inclios. Code \V(irH — Bauii'r. 
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Colonial Side Wall Plates 



\ 





Side Wall Plate No. 

Code Word — Mercy. 
Size, ^24 X 96 inches. 



680 



Side Wall Plate No. 7280 

Size, 24 X 48, 24 x 96. Code ^Yord—B antliyig 

See No. 7140 next page. 
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Colonial Side Wall Design 





"^Wood Base 



Side Wall Design No. 7140 

The Cornice is considered as part of the ceiling. Composed of Side Wall Plate No. 7*280, Chair Rail 

No. 7^2^23, AYainscot No. 7280, Cornice No. 707!^. Code Wovd—Bcuiifan. 

• . ■ 

KOTE; — In ordering always state if measurements are taken from floor or top of base. Hasc may Itc covered with metal if 

de^sired. • ^ = ^ 
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Colonial Side Wall Design 



Wood Base 5:^° 




1 :^' 



Side Wall Design No. 7150 

PK • ^'^1''^'''^^^^^^^^ Composed of Panel No. 7250, 

NOTE . In ordering ahvays state rf n^easurenaents are taken fro. floor or top of base. Ba.e may be covered with metal if 



desired. 
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Colonial Side Wall Design 





^ ^Yood Base 



Side Wall Design No. 7160 

The Cornice is considered as part of tlie ceiling. Composed of Side \Yall Pimel Xo. 7^270, 

Chair Rail No. T^^S, Wainscoting No. 7^285, Cornice No. 707'^. 

Code Word — Barbarian. 

NOTE:— In ordering always state if measurements are taken from floor or top of base. Base may he covered with metal if 

desired. 



Page Twenty-Xine 




Colonial Ceiling Design 



Sir 



r . , ^ Colonial Ceiling Design No. 7052 

Composed of Ceiling Plate No. TOO', Filler No. 7302 Cornice No 7nss T, P ■ , 

wall SH inches. Code ^W^;i<:,l;S " ^"'■'""" ^^^'^ °" ''" 

Th. eon,b.„„t,o„ is suitable for genera, „se and tor ceilings »' or .ore t height. 
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Colonial Ceiling Design 




Colonial Ceiling Design No. 7054 



Composed of Ceiling Tlate No. 7005, Filler No. 7303, Cornice No. 708^2. The Cornice drops on the 

wall 13}^ inches. Code Word — Barbarous, 

NOTE: — "We ad\'ise the use of 32 inth wood sheathing when working over plaster or joists. 

The metal may then be applied direct to the wood sheathing. 
This ((inihination is suitabh' for rooms 16' x 16' or larger and having a heiglit of 1^2' or more. 
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Colonial Ceiling Design 



1 

i 




Colonial Ceiling Design No. 7055 



l>! 



Composed of Ceiling Plate No. 7009, Filler No. TJH)^>, Cornice No. 7081. The Cornice drops 

on the \vall 10 inches. Code y^ord— Barberry. 

NOTE :-;V. advise the use of H inch w<,od sheathing when working over pluster or joists. 

The metal may then he applied direct to the wood sheathing. 
This eomlMnation i.s suitable for rooms 12' x 12' or larger and having a height of 10' or more. 
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Colonial Ceiling Design 




Colonial Ceiling Design No. 7056 

omposed of CViiing Plate No. 7008, Filler No. 7801, Moulding No. 7-Z^>4, Filler No. 730'-2, Cornice 

No. 7081. The Cornice drops on the wall 16 inches. Code Word — Barbette. 

XOTE:^ — W<' ailvisi- the use of li inch wood sheathing wlien working over plaster or joists. 

The metal may then be a|>i)lte(l direct to the wood sheathing. 
Thi^ cotnljination is suitable for rooms 10' x IG' or larger and having a height of 10' or more. 

Pugi' Thirijj-Five 



Colonial Ceiling Design 




Colonial Ceiling Design No. 7057 

Composed of Ceiling^Plate No. 7007, Border No. 716S, Filler No. 730^2, Cornice No. 7081. The 

vn-ri. T''? ^^P' '*'' *^^ ^'^^^ ^^ ^''^*^^^- ^""^^ y\'ovd^BarefacecL 

-\UlL;-^^^e advise tl,e ,i.e oH.^ inch wood shrutliing ^vIlcn working over plaster or joists - 

Ihe metal m«y then be applied direct\o the woodVathing ^ 
Tins eon,bnKU.on >s suitable for rooms l(i^ x W or larger and having a height of 10' or more. 
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Colonial Ceiling Design 




Colonial Ceiling Design No. 7058 

Composed of Ceiling- Plate No. TOlO, Border No. 7168, Filler No. 730^2, Cornice No. 7081 

Cornice drop.s on t!ie wall 10 inehes. Code \\ or (\—Baref(wf. 

NOTE:— We advise the use of '2 '^^^^^ "'^"'1 shealliinfr wlien working over plaster or joists. 

The metal may then l)e applU-c! dinct to the wood sheathing. 

This comldnaliuii is suitahlc fur rooms l(i' x l(i' or larger and having a heiglit of 12' or more. 

Paijr Thlrlij-Si-trri 



The 



Colonial Ceiling Design 




Colonial Ceiling Design No. 7059 

Con.iW of Celling Plates 7004 and 7008 used ah.rnately. Border Plates Xos. 7001 (12" x 1^2") and 71^25. 
Hller No. ,o08. Cornice Xo. 708^2. Tke Cornice drops on the wall 13^2 inches. Code ^^ovd-Bareness. 

^ XOTE:-^\e arivise the u.e of ^ inch ^vood sheathing when working over plaster or joists 

The metal may then be applied direct to the wood sheathing. 
lh,,s comhmatH.n is suitable for rooms W x 1^2' and having a height of 12' or more. 

■ 
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Colonial Ceiling Design 




Colonial Ceiling Design No. 7060 

iposed of Ceiling Plates Nos. 7006 and 7010 used alternately. Border Plates Nos. 7003 (1-2" x 1-2") and 71-26. 
■'iller No. 730-2, Cornice No. 7084-. The Cornice drops on the wail 43^4 inches. Code Word — Baritone. 

XOTE:^We advise the use of lo i""^'!! wood sheathing wlien working' nver plaster or joists. 

The metal may then he aj)pMed direct to the wood slicathinf;. 
This coiiihinution is suital)le fur rooms 14' x 1-i' or hirger and having a height of 9' or mure. 

Pngr ThiHi/-Ninc 



Colonial Ceiling Design 




Colonial Ceiling Design No. 7061 

Composed of Celllu- Plates Xos. 7006 and 7010 used alternately, Border Plates Nos. im and 7126 
1-iUer ^o. l^MH, Cornice Xo. 708^2. The Cornice drops on the wall I3J2 inches. 

Code Word — Barley, 

XOTEi~\\> advise the use'of ^'2 incl. wood slieatlilng when working uvor plaster or joists 

liie metal iniiy then he applied direct to the wood sheathing. 
Tins coiiihination is suitable for rooms 14' x 14' or larger and liaving a height of 10' or more. 

P(u/r Fnrfjj 



Colonial Ceiling Design 
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Colonial Ceiling Design No. 7062 

'oniposed of Ceiling Platrs Nos. 7004 and 7008 used alternalcly, Border Plates Nos. 7b>l and 7b23, 
Filler No. 7303, Cornice No. 780-2. The Cornico drops on the vail 13>^ inches. 

Code ^Yord — Beached. 
NOTE:— "SYe advise the use of H inch wood slu-atliin^^ when wnrklnff over plaster or joists. 

The metid niav Ihen he ii])plic-d dim-t to the wood .sheathing;. ^ 
This ('onihiiialion is .suilable fur rooms W x 16' and having a height of 12 or more. 
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Colonial Ceiling Design 




Colonial Ceiling Design No. 7063 

&\oSso?rW^nr*'x-' ^~°^-J"^.^P.^"^^/^*-*^ ""'^^ alternately, Border Plates Xos. lU^ and T>24, 
I'lllerNo. /302.CormceNo. .081. The Connce drops on the wall 16 inches. Code AVord-^far//// 

XOTE:-We advise the use of ^ inch wood sheathing when working over plaster or joists. 

This c^mhln t "'"^^^"^ty ^^^° '^^ ^PP''^-'* ■li'-^ct to the >vood sheathing. ' 

this combmation is suitable for rooins 16' x 16' and having a height of W or more. 

Page Forty-Two 



Colonial Ceiling Design 




Colonial Ceiling Design No. 7064 

Composed of Ceiling Plate Xo. 7U04, Spacing Border No. 703:3, Moulding Xo. 7^224, Filler Xo. 7301, 
Cornice X'o. 7082. The Cornice drops on ihe wall 13^ inches. Code Word — Beacon. 

NOTE:— ^^'e advise the use of ^2 int'h wood sheathing when working over plaster or joists. 

The metal may thea be applied direct to the wood sheathiiig- 
Tbis combiiiatiun is suitahie fur rooms 18' x IS' or hirgcr an<l ha\'ing a height of W or more. 



Page Forty- Three 



Colonial Ceiling Design 




Colonial Ceiling Design No. 7065 



Composed of Ceiling Plate No. 7010, Spacing Border No. 7083. Filler No. 7S01, Cornice No. 708^2 

The Cornice drops on tlie wall 13^ inches. Code ^Wovd^Beaming. 

NOTE :-We aavise the us. of ^ incK wood sheatlung when working over plaster or joists. 

ihe metal may then be applied direct to the wood sheathing 
This combination is suitable for rooms 18' x 18' and having a height of 12' or more. 
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Colonial Ceiling Design 




Colonial Ceiling Design No. 7066 

Composed of Ceiling Plate No. 7006, Spacing Border No. 7034, Moulding No. m-i. Filler No. 730^2 
Cornice No. 7081. The Cornice drops on the wall 16 inches. Code Word — Seamless. 

XOTE: — We advise the use of J-^ inch wood slieathing when working over plaster or joists. 

The metal may then be applied direct to the wood sheathing. 

Thi.s combination is suitable is for rooms 18' x IS' or larger and iiaving a height of 13' or more. 
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Colonial Ceiling Design 




Colonial Ceiling Design No. 7067 

Cumposea of Ceiling Plate Xo. 7004, Spacing Border Xo. 7034, Moulding Xo. 7^224, Filler No. 7303, 
Cornice No, /081. The Cornice drops on the wall 16 inches. Code V^ovd~B ear able. 

-\OTE:-^Ve advise the use of M inch wood sheathing when working over plaster or joists. 

. ^'^^ "»^tal may then he applied direct to the wood sheathing 

lbs combination is suitable for rooms 18' x 18' or larger and having a height of 12' or more. 
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Colonial Ceiling Design 




Colonial Ceiling Design No, 7068 

Composed of Plate No. 7010. Angles No. 720*2, Moulding No. 722.5, Filler No. 7301, Cornice Xu. 

The Cornice drops on the wall l^yi inches. Code Word — Bearded. 

NOTE: — Wc !idvi.-ic the use of 3^2 inch wood sht-atliiug when working over plaster or juUls. 

The metal may then be applied direct to the wood slieathing. 
Thi:5 {-ombinutioa is suitable for rooms '20' x 20' or larger and having a height of 10' mure. 



082 
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Colonial Ceiling Design 




Colonial Ceiling Design No, 7069 

Composed of Plate Xo- 7004, Angles Xo. 7^201, Moulding No- 7^^2o, Filler No, 7301, Cornice No. 70&^2 

The Cornice drops on the wall 13J4 inches- Code Word^ — Beardless. 

NOTE: \Ye advise the use of J 2 incli wood sheathing wlien working over plaster or joists. 

The metal may then be applied direct to the wood sheathing. 

This combination Is suitable for rooms 18' x 18' or larger and having a height of IG' or more. 
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Colonial Ceiling Design 




Colonial Ceiling Design No. 7071 

Coniiosed uf Plates Nos. 7008 and TOOO, Filler Xo. TSU^i, Cornice No. 7081. The Cornice drops 

on the wall 10 inches. Code Word — Bccahii. 

NOTE: — Wt' advise the use of ^-^2 inch wuud slieathing when working over plaster or joists. 

The metal may then be applifii direct to the wood sheathing. 
This combination is suitable tV>r rooms 90' >: 20' or larger and h;t\-ing a height of 18' or more. 
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GOTHIC CEILING PLATES 



{See Page 7) 





Gothic Plate Series A 



Gothic Plate Series B 



Size, '24 X '■24 inches. 



Code Word — Abalizo. Size, '■24 x -24 inches. Code Word — Abaloros 





! 



Gothic Plate Series C Gothic Plate Series D 

S.ze, 24 X « inches. Code Word-.46a.6a. Size, 24 x 24 inches. Code WorA-Abarbado. 

The statehness of our Gothic designs especially fits them for church ceilings 
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Gothic Ceiling Plates 





Plate No. 5001 

Size, '■24 X 24 inches. 
Code Word — Abduce 




Plate No. 5002 

Size, 24 X "24 inches. 
Code "Word — Abed. 




Plate No. 5003 

Size, 24 X 24 inches. 
Code Word — Abeyance. 




Plate No. 5004 

Size, 24 X 24 inches. 
Code AYord — Abettor 



Page Fifiy-One 



y 




Gothic Ceiling Plates 



Plate No. 5005 

Si/cs 94 X U inr-lic-,s and 24 x 48 inches 
,SSJ,\ m.b mulli])!.. Code \<on\-Ahhey 



Design 



Plate No. 5007 

Size, 12 X 1''2 inches. 

Used as a top course of 

ivainscoling as shown 

in side wall designs 

Nos. 5080, 5087, 

5088 and 5090. 

Code Word— .■i6ic/'J(!;. 





■\ SN 



Sizes, 24 x 24 m 



Plate No. 5006 

24 inches and 24 x 48 inches. 



Designed! ' n tnch multiple, Code ^^o.A-Ahide 




Plate No. 5008 

Size, 12 X 24 inches. 
See side wall design 

No. 5086. 
Code V<oxA— Ability. 




Plate No. 5009 

Size, 12 X 48 inches. Code Word— .-16jpe/. See ceiling designs Nos. 50G5 and 506G, 
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Gothic Filler and Border 




Filler No. 5028 

Sizes, 1-2, U, 16, 18, ^20, 2^Z and ^24 x 48 inches. Code V(ord~Acceni. 





Border Plate No. 5011 

Size, 24 X 48 inches. 
Also used as a frieze and wainscoting. Corners for this border shown on following page 

Code Word — Ablative. 



Page Fifty-Three 



\- -•:.-.: . -'^ k<*i,C^ \7y 







Gothic Cornices and Mitres 
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Cornice No. 5029 

Projection, 6 inches. Depth, 6^ inches. Code V.r ord^ AccepUng 









Finished Inside Mitre 

For Cornice No. 50^29. 



Finished Outside Mitre 

For Cornice No. 5029. 







Cornice No. 5030 

Projection, V.\ inches. Depth, 1^2 inches. Code Word— .Icce^s 





Finished Inside Mitre Finished Outside Mitre 

For Cornice No. 5030. For Cornice No. 5030. 

In all cases otker than right angles, these mitres should be made by erector, to ensure a perfectly matched mitre. 
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Gothic Combination Frieze 




Combination Frieze No. 5101 

Coiuiio-sed of Cornice No. oU-29, Border Plate No. 0OI8. Depth. ^21 'o iiirhes. 

Projection of Cornice, 6 inclies. Code Word — Accrue. 
xsOTE: This deptli can be varied I'rom 15,^2 to the regular depth of ^l}-> inches. 




Combination Frieze No. 5102 

Composed of Cornice No. o030. Border Plate No. 5011. 
Projection of Cornice, 12 inches. 



Depth, 36 inches. 
Code Word — Accuse. 
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Gothic Mouldings 



I* 



Moulding No. 5021 



Chnir-rail and Foot Mould, No. 5022 

Sl/.r. :> lin-lu's will.-. Coao '\Vor<l .H>raisfr<l 



Mouldinji No. 502.^ 

Si/x. 1. iiu-hrs xviar. l^Hic ^Vo^l Ahroaihmnf 



Moulding No. 5024 

Si/.i\ (! inclics wide. Code Word — Ahsrcttt: 



1 



Moulding, No. 5025 

Size, (J uuIk-.s \vitio. (.'ode Word — AhMthc 



b 












Spacing Course, No. 5026 

Size, (1 iiiclies wide. (\)do \V(>i-t!^.i/>.s»r(/. 
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Gothic Ells, Tees and Crosses 



For Mouldings on preceding page. 





Ell, No. 5021 

334 X 3}4 Inches. 
Code ^Vord — AhoiU. 




Tee, No. 5021 

S}4 X 3I2 inches. 
Code \\'oi(l — Ahoic. 





fi 



Cross, No. 5021 

.Sl-2 X ;ji2 inehes. 
Ciiili- Word — 'Alirnili'. 




Ell, No. 5023 

4x4 inrlies- 
(_'odc \Vortl — Ahri/hji'ff. 




Tee, No. 5023 

4x4 inclu's, 
Codr Wnprl — Abrofjalc, 




Cross, No. 5023 

4x4 inrlii's. 
Coiic WVird — . \hnfpfnr. s. 




Ell, No. 5024 

X a inches. 
Code Word— ,4&.yro/K/. 




Tee, No. 5024 

(i X G inclics^ 
Code Word — Ah^nenf. 




Cross, No. 5024: 

X G inrlii':^. 
('ofU* Word — Absolute. 




Ell, No. 5025 

6 X (J inches. 
Code Word — Ahrstuin 




Tee, No. 5025 

X G inclies, 
(."ode Word — -Ah.yfraciitig, 




Cross, No. 5025 

G X" 6 inches- 
Corle \A <^rd — Ah/rn^ft\ 






Ell, No. 5026 

6x0 inches. 
Code Word — Ahumhint. 




Tee, No. 5026 

G X 6 inches. 
Code AVord — Ahufte. 




Cross, No. 5026 

G X (i inches. 
Code Word — Abitf. 
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Gothic Side Wall Plates 



i 




Starter Course No. 5034 

:\I-idc in size 18 x ^24 inrhe.s. Above illustration shows two sections together 
Toj) finish for Xo. -50^3 side wall plate. Code Vs'ovd— Accomplice. 





Side Wall Plate No. 5033 

Size, U X 48 inches. Code Word— Accident. 



Side Wall Plate No. 5035 

Size, 24 X 96 inches. Code Word- 
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Gothic Side Wall Plates 





No. 5038 No. 5039 ^ . 

One Piece Side Wall Panel. Oi>e Piece Side Wall Panel. 

These Side Wall Panels are made in 6, 7 and 8 ft. lengths all in one piece. They are easily and quickly applied, and reduce 

the number of joints. 
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Gothic Wainscoting Plate and Centre 




Wainscoting No. 5036 



Size, "24^ X 30 inches. 



Code AYord — Accordion. 



? 



f 



Centre Piece 
No. 5010 



Si/A'. :iG X S(i in<li(.'>. 



Code Word — Abjure. 



NOTK: Tlii-i Cciilre may 
;il^i_> In- n<«'(i as ;i vi/ntlhit in^' 

l:(7. 
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Gothic Centre Piece 




Gothic Centre Piece No. 5041 

Code Word — Acco.st. 
Composed of I'uiir Corner Plates No. oOl'^. Size, 48 x 48 inches 

Shipped in parts. 
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Gothic Centre Piece 
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Gothic Centre Piece No. 5042 

Composed of four Corner Plates No. 5013. Size, 48 x 48 inches 

Shipped in parts. Code Word — Account. 



4 
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Gothic Centre Piece 




Gothic Centre Piece No. 5043 

Composed of four Corner Plates No. 5()U. Size, 48 x 48 indies. 

Shipped in parts. Code Word— Ace retiun. 
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Gothic Centre Piece 
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Gothic Centre Piece No. 5044 

Composed of four Corner Plates No. 5016. Size, 48 x 48 Inches, 

Shipped in parts. Code Word — Accretok. 



Ik 
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Gothic Ceiling Design 



>> 




Gothic Design No. 5050 

nposed of Cornice No. 00*29, Filler No. oO-^S, Moulding No. 5021 and Plate No. 5005. Cornice 
No. 50'^9 drops on the wall 6^ inches. This combination is suitable for general use, and 

for ceilings feet or more in height. Code AVord — Accursed. 

NOTE: We ad%-ise the use of J2 inch wood sheathing over plaster or joists. 
When ceilings are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 




Gothic Design No. 5051 

Composed of Cornice No. 50^29, FiMer No. 50^28, Moulding No. 50i21, and Plate No. 5006. Cornice 
No. 5029 drops on the wall 6^^ inches. This combination is suitable for general use, and 

for ceilings 9 feet or more in height. Code Word — Accused. 

NOTE: We advise the use of J^ inch wood sheathing over plaster or joists. 
When ceilings are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 




Gothic Design No. 5052 

Composed of Cornice No. 50'-29, Filler No. 5018, Moulding No. 50^25, and Plate No. 5001. Cornice 
No, o(H9 drops on the wall 63/9 inches. This combination is suitable for rooms 12 x Vl feet 

or larger, and having a height of 9 feet or more. Code Word — Acetic, 

NOTE: We advise the use of 3^ inch wood .sheathing over plaster or joists. 
When ceilings are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 




Gothic Design No, 5053 



Composed of Cornice No. 5030, Filler No. 5028, Moulding No. 50^25 and Plate No. 500-Z- Cornice 

No. 5030 drops on the -^-all 12 inches. This combination is suitable for rooms 12 x 12 feet 

or larger, and having a height of 9 feet or more. Code Word — Achievement. 

NOTE: ^^'e advise the use of }-<2 incli wood sheathing over plaster or joists. 
When ceilings are sheathed, metal may be applied directly to the wood sheathing. 



L. 
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Gothic Ceiling Design 




Gothic Design No. 5054 

Composed of Cornice No. 50^29, Filler No. 50^28, Mouldiug No. .50^:?, and Plate No. 5004. Cornice 
No. 5020 drops on the wall d^ inches. This combination is suitable for rooms 12 x 1^ feet 
or larger, having' a height of 9 feet or more. Code Word — Acid. 

NOTE: We advi-se tin- use "f ^2 i»>'i wootl sheathin^^ over plaster or jitists. 
Wiien ceilings are sheathed, metal may ijc apfilicd directly iv tiic wood sheathing. 
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. Gothic Design No. 5055 

Composed of Cornice No. 5029. Filler No. 5018, Moulding No. 5025 and Plates Nos. 5001 and 5004 

Ta xla^^'t 1 ™''' ''Au''-""-^\^>i ^"*^-^- This combination is suitable for rooms 
12x12 teet or larger and having a height of 9 feet or more. ■ Code ^Nord-Acknowledge. 

NOTE We advise the use of }^ inch wood sheathing over plaster or joists 
Mhen ce.hngs are sheathed, metal may be appHed directly to the wood sheathing. 
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Gothic Ceiling Design 




Gothic Design No. 5056 

Composed of Cornice No. 5030, Filler No. 50^28, Moulding No. 50^24 and Plate No. 5003. Cornice 

No. 5030 drops on the wall 1'2 inches. This combination is suitable for rooms 12 x 12 feet or 

larger, and having a height of 9 feet or more. Code Word — Acmed, 

NOTE: We advise the use of }/^ inch wood sheathing over plaster or joists. 
When ceilings are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 
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Gothic Design No. 5057 

Composed of Cornice No. 5030, Filler No. 50^28, Moulding No. 5024, and Plate No. 5003. Cornice 

No. 5030 drops on the wall 12 inches. This combination is suitable for rooms 13 x 13 feet 

or larger, and having a height of 9 feet or more. Code Word— .IcoN-s/iV. 

XOTE: We advise the use of J^ inch wood sheathing over plaster or joists. 
When ceilings are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 




Gothic Design No. 5058 

Cornice No. 50^29, Filler No. 5028, Moulding No. 50-23, Spacing Course No. 50'-2G and Plate No. 500-t 

Cornice No. 50^20 drojjs on the wall C j inches. This combination is suitable for rooms 

13x13 feet or larger, and having a height of d feet or more. Code Word— Acquire. 

NOTE: We advise the use of 14 inch wood sheathing over phi.stc^r or joists. 
When ceiling is sheathed, metiil may be applied direetly to the wood shciithing. 
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Gothic Design No. 5059 . 

Composed of Cornice No. 5030, Filler No. 50^28, Moulding No. 50^5 and Plate No. 5002. Cornice 
No. 5030 drops on the \vall 1*3 inches. This combination is suitable for rooms 13 x 13 
feet or larger and having a lieight of 9 feet or more. Code Word — Acreage. 

KOTE: We advise the use of ?^ inch wood sheathing over plaster or joists. 
WTien ceilings are sheathed, metal may be applied dlreetly to the wood sheathing. 
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Gothic Ceiling Design 




Gothic Design No. 5060 

Composed of Cornice No. oO'SO, Filler No. 5028, Moulding No. oO-i-t and Centre Plate No. 5010 

Cornice No. 5030 drops on the wall 1% inches. This combination is suitable for rooms 13 

X 13 feet or larger, and having a height of 12 feet or more. Code Word — Acritude. 

NOTE: We advise the use of }^ inch wood sheathing over plaster or joists. 
When eeilings are siicathed, metal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 
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Gothic Design No. 5061 

Composed of Cornice No. 50:50, Filler No. .50-28, Moulding No. 5024 and Plates Nos. 5004, 5007 and 
5008. Cornice No. 5080 drops on the Avail \-2 inches. This combination i.s suitable for 
rooms 13 x 13 feet or larger, and having a height of 10 feet or more. Code Word— Acrobat. 

NOTE: AVc advise the use of }4 Inch wood sheathing over plaster or joists. 
\Mien ceilings are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 




Gothic Design No. 5062 

Composed of Cornice No. 5030, Filler No. 5028, Moulding No. 5024, and Plates Nos. 5002, 5007 and 

5008. Cornice No. 5030 drops on the wall 12 inches. This combination is suitable for rooms 

13 X 13 feet or larger, and having a height of 10 feet or more. Code \\ord— Action. 

NOTE: We advise the use of J^ incK wood sheathing over plaster or joists. 
When ceilings are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 
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Gothic Design No. 5063 

Composed of Cornice No. 5030, Filler No. oO'-iS, Moulding No. 50^25. Border No. 5015, and Plates Nos 

5001, 5007 and 5008. Cornice No. 5030 drops on the wall 15 inches. This combination 

is suitable for rooms 17 x 17 feet or larger, and having a height of 10 feet or more. 

Code Word — Acumen. 

NOTE: We advise the use of }4 inch wood sheathing over plaster or joists. 
When ceihngs are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Design No. 5064 

Composed of Cornice No. 5030, Filler No. 5098, Moulding No. 50^24, Plates No.s. 5007, 5009 and 

Corner Plate No. 5016, Cornice No. 5030 drop.s on the wall l'-^ inches. This combination 

is suitable for rooms 17 x 17 feet or larger, and having a height of H feet or more. 

Code AYord — Adage. 

NOTE: We advise the use of 14 inch wood sheathing over plaster or juists. 
When ceilings are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 
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Gothic Design No. 5065 

Composud ol" ('orniee No. 5030, Filler No. .50^28, Moulding No. 50^5, Plates Nos. 5007 and 5009, 

also Centre Plate No. 5010. Cornice No. 5030 drops on the wall 1^2 inches. This com- 

hinatu)n is suitable for rooms 17 x 17 feet or larger, and having a height of 12 feet 

or more. Code AVord — Adaptable. 

NOTE: "We advise the use of }/i inch wood sheathing over plaster or joists. 
"When ceilings are sheathed, metal maj- be applied directly to the wood sheathing. 
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Gothic Ceiling Design 




Gothic Design No. 5066 

Composed of Cornice No. .5030. Filler No. 50^8, Mouldln-' No. 50'-24, Tlates Nos. 5007, 5009. and 
Outside Corner Plate No. 5014. Cornice No. 5030 drops on the wall hZ inches. This combin- 
ation is suitable for rooms 17 x 17 feet or larger, and havinfv a heig;ht of 1'2 feet or more. 

Code Word — Addiction. 

NOTK: \V(' advise the use of }-2 incti wood .shralhing over plaster or joists. 
When ci-ilings arc ykatlu'J, nicUil may be ui)i>Ii<-<l .liivctiy to the wood slieallutig. 
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Gothic Ceiling Design 
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Gothic Design No. 5067 

Composed of Cornice No. 5030, Filler No. 50^28, Moulding Xo. 5024, Plates Nos. 5007 and 5009, and 
Inside Corner Plate Xo. 5013. Cornice Xo. 5030 drops on the wall 1'2 inches. This combin- 
ation is .suitable for rooms 17 x 17 feet or larger, and having a height of 12 feet or more. 

Code Vsord^ Address. 

NOTE: We advise the use of }^ inch wood sheathing over plaster or joists. 
When ceilings are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 




Gothic Design No. 5068 

Composed of Cornice No. 5030, Filler No. 5028, Moulding No. 50-24, Plates Nos. 5007 and 5009, 

and Inside Corner Plate No. 5012. Cornice No. 5030 drops on the wall 12 inches. This 

combination is suital^le for rooms 17 x 17 feet or larger, and having a height of 12 feet or 

more. Code Word — Adherent. 

NOTE: We advise the use of J^ inch wood slieatbing over plaster or joists. 
When ceilings are sheathed, metal may he applied directly to the wood sheathing. 
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Gothic Ceiling Design 
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Gothic Design No. 5069 

Composed of Cornice No. 5030, PiUer No. 50^28, Moulding No. 5024 and Inside Corner Plate No 

11 i7f "^r ,• ^^^ ^'^^/f '*'' ^^^ ^^^1 1^ ^^c'^^^- This combination is suitable for rooms 
14 X 14 feet or larger, and havmg a height of 12 feet or more. Code Word— Adjective. 

NOTE: We advise the use of H inch wood sheathing over plaster or joists. 
When ceilmgs are sheathed, meUl may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 
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Gothic Design No. 5070 



Composed of Cornice No. 5030, Filler No. 5028, Moulding No. 50^24, Plate No. 5001, End Piece 

No. 5017, Border Plate No. 5015 and Inside Corner Plate No. 5013. Cornice No. 5030 

drops on the wall 1^2 inches. This combination is suitable for rooms 14 x 14 feet 

or larger* and having a height of 12 feet or more. Code Word — Adjoin. 

NOTE: We advise the use of ^ inch wood sheathing over plaster or joists. 
Wliea ceilings are sheathed, nietal may be applied directly to the wood sheathing. 
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Gothic Ceiling Design 
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Gothic Design No. 5071 

Composed of Cornice Nck 5030, Filler No.. 5028, Moulding No. 5024 and Inside Corner Plate No. 
]^' V 1 ? f . i ^^^^ drops onthe wall 12 inches. This combination is suitable for rooms 
lo X 15 feet or larger and having a height of 12 feet or more. Code Word— Adjutor, 

NOTE: We advise the use of ^ inch wood sheathing over plaster or joists. 
When ceihngs are sheathed, metal may be applied directly to the wood sheathing. 
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Gothic Side Wall Design No. 5086 

Composed of Side Wall Plate No. 5035, Chair ^^^ ^^^ /"^^.S^^*' CoS'^^-:^^"' 

5008. Cornice No. 5029 shall be understood as P'"* °t ^^^J^"' "^^^^ ^^^^ ,„ ,,,;„, ,iac; if base board 

NOTE: Whe. ordering Side Wall Fini.sh. U base board ,..n V^^^:^^Z:':Z!^ ^^oLrM. metfl bu,e board finish. 
?rl^i'l:j:;rb^;^r:,[r «r iJ':?i:^ f^^S^S^tL,. shipped .He„ .peciBed. we adv,. ap,..n, atl .de 
wall finish to H inth or Ji inch wood sheathmg. 
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Gothic Side Wall Design No. 5087 

Composed of Side Wall Plate No. 5033, Starter Course No. 5034, Chair Rail No. 5022, Wainscoting 
Plates Nos. oiiO, and 5036. Cornice No. 5030 shall be understood as a part of the ceiling. 

Code Word — Advenlual. 

'^°'^fm..™Bu"ttdilfn«l'lJfl"''-;' 'T ''T'^}' '" PlfPve distance from top of .same to ceilmg line; if base board 
TfebL board sLwn,r»hnT IT '.° 7'''"^ ''"'', '""'.=."'"= ^^''''='1"='- J'"" """' "^ '" '""^^^ ■"'^'^1 base board finish. 
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Gothic Side Wall Design 
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Gothic Side Wall Design No. 5088 

n ^ f T? ;^v^ M^ ^01 8 Border Plate No. 5015, End Piece No. 5017, Chair Rad No. 5022. 

'^"pZ;:;:^! 500Tan':r50ta usfd Ifwainscotn^ Cornice No. a03(, shall be understood as part 

of the ceiling. Code V^ovd— Adverbial. 

NOTE: When o.deriog Side Wall Finish if b- board is u^^^^^^^^^ 

^o?i' '=rhlt^iTofr7shtr::lwerut -r^rS tlttd^s on,,- sU,,.a .hen specified. We ad™e applying 

all side wall finish to H inch or >i inch wood sheathing. 
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Gothic Side Wall Design 




Gothic Side Wall Design No. 5089 

^7mTcU^V^ ?^'«-^?0^^8' Moulding No. ,3024, Plate No. 5001, Border Plates Ncs. 5011 and 

No ^O'^n .1^ l ' ^7'- f^^^ '''"'^ •'"^^.- "^"'i P'^^<= ^'°- 5'" '• C,-hair Rail No. 5022. Cornice 
JNo. o030 shall be unders cod as part ot tke ceiling. This design cannot be used except on 

vn-TP «T, J ■ =-. ^^ ^ ^^ ^'''=* ^'^^ <"■ ™^°'"<^- Code Word-^Adi<er.nly. 

The base board sho,VT, on a W cut ij radrfrn^*" ti ""^ ^t^'*, 'hf 'her you want us to furnish metal base board finish. 
waU finish to H inch or ^ i^ch To^ Xf^thkg ' " °"^'' '^'^^'^ ""''™ ^P*"""''' '^^''^ ^''"•"= ='PP'>™S ''" "^id" 
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Gothic Side Wall Design 
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Gothic Side Wall Design No. 5090 

J in A PintpNn ■-,011 CornerPlatesNo.s.501'2and5013,ChairRailNo. 5022, Warns 
Composed ot Border I '^'^ ^o .011. ^°'-";; ^^ ^,^,^„ ,,^ ,„derstood as part of the ceiling. 

^'''tL'^ t^e'tsigl c^rnJtT'used rwalls less than 16 feet high. Code Word-.4. oca... 

J^ inch wood sheathing. Ninety-Three 
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LOUIS XIV CEILING PLATES 



(Sec page 7) 




Plate No. 4001 

Size, ^24 x'>24 inrhes, 
Coile AVord — Sapiha 




Plate No. 4002 

Size, ^24 X ^24 inches. 
Code yKord—Sarcoiive 




Plate No. 4003 

Size, 24 X 24 inches. 
Code Word — -NarratM. 




Plate No. 4004 

Size, 24 X 24 inches. 
Code Word — Nasturtium 



Our Louis XIV Designs will appeal to all who appreciate richness of ornamentation. 

- 
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Louis XIV Ceilin 




Plate No. 4005 

Sizes, '■24 x ^24jand -24 x 48 inches 
Designed 12 inch multiple. 
Code Word — Sativity, 




Plate No. 4009 

Size, 24 X ^24 inches. 

Designed 6 inch multiple 

Code Word — Xanval. 
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Plate No. 4010 

Size, ^24 X 24 inches. 
Code y^ord—Narwallen, 




Plate No. 4011 

Size, 24 X 24 inches. 
Code Vs'ord—Narycivm. 



I ii 
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Louis XIV Ceiling Plates and Filler 




Plate No, 4006 

Size, 12 X 1'2 inches. ' \_ 

Also used as a AYainscotJnf:^ plate as shown in Side 

AVall design No. 4503. 
Code Word — Navigate. 



Plate No. 4007 

Size, 12 X IS inches. 
Used as a top course of wainscoting as shown 

in Wall design No. 4503. 
Code Word — Nature. 




Plate No. 4012 



Size '24 X ^4 inches. 



Code Word — Nascevate 




Size 24 X 48 inches. 



Filler No. 4110 

Also made 12, 14, 16, 18, 20 and 22 inches in width 
Code ys^ord—Nettle. 
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Louis XIV Border and Corners 
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Border Plate No. 4101 

Size. "-24 X 48 inches. Used also as a frieze and wainscoting. 

Code AVord — Xegatire. 



P 
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Inside Corner Plate No. 4102 

Size, 24 X 24 inches. Used with Border No. 4101. 

Code V^ovd—Neglect. 



Outside Corner Plate No. 4103 

Size, 24 X 24 inches. Used with Border Nos. 4101 
and 4104. Code V^^oTd-- Negotiate. 
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Louis XIV Border and Corner 




Moulded Border Plate No. 4104 

Si/.o, ^8 X 48 inches. Composed of Border Plate No. 4101 and Moulding No. 4201. 

Code Vsord—Xegro. 




i 



Inside Corner Plate No. 4105 

Size, 28 X 28 inches. Used with Moulded Border No. 4104. 
Composed of Inside Corner Plate No. 4102 and Moulding No. 4201. Code Word 
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Louis XIV Mouldings 
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Moulding No, 4201 




Size, 4 X 48 luc-lics. 



Code ^Vord — Xewshotj 



r ■ 'y.i^-i ,-'-t;,v 
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Moulding No. 4202 

Size, 6 X 48 inches. Code Word— .V//rc. 





Moulding No. 4203 

Size, 1^2 X 48 inches. Code y\ov d^Xoondaij 




1/ 



Moulding No. 4204 

Size, 3 X 48 inches. ^'o^l^' ^Vord-^^>r.Try;.u^ 



Spacing Course No. 4210 

Sizes 1^^ X 24 and 1^2 x 48 inches. ^ This is also used as a frieze on .alls 
sizes, 1, X it auu ^^^^^ Word— A o.^f (/«//• 
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Louis XIV Ells, Tees and Crosses 

(Mouldings shown on preceding page) 



Ell No. 4201 

4x4 inches. 
Code Word— Nickai 




Ell No. 4202 

6 \ G inches. 
Code V^ord—NohUity 







Tee No. 4201 Cross No. 4201 Ell No. 4204 Cross No.4204 



4x4 inches. 
Code Word—yitjgard. 



4x4 inches. 
Code Word^-Nicofluc. 



3x3 inches. 
Code 'Word— Ncstril 



3 X JJ inches. 
Code AVord — Notary, 




Tee No. 4202 

G X (i inches. 
Code AA'ord — Xomina(io7i, 




Cross No. 4202 

6x0 inches. 
Code ^Vord— .Vo??n'Hfi/. 




Spacing Course 
No. 42 10^ A 

Size, 12 X 12 inches. Code Word — 

Notice. Used in connection with 

Designs Nos. 4701 and 4712. 






Ell No. 4203 

12 X 12 Inches* 
Code Vk or d~Xoonf id €. 



Tee No. 4203 

12 X 12 inches- 
Code Word — XonnaL 



Cross No. 4203 

12 X 12 inches. 
Code Word — Xoon.'itead. 



if 




Ell No. 4210 

12 X 12 inches. 
Code Word — Notify, 




Tee No. 4210 

12 X 12 inches- 
Code Word — Novel. 
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Cross No. 4210 

12x 12 inches. 
Code Word — Xourisk. 



Louis XIV Cornices and Mitres 
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Cornice No. 4301 



Depth. 1^2 iiK-lu's; rrojoction. 1;3 indies. 



Code Word — Xugation 




tiished Outside Mitre 

Code Word — Xul!i!ij. 




Finished Inside Mitre 

Code Word — XioiuTate. 




Cornice No. 4302 



Depth. ()^s iiielu's; Projeetion, <i inches. 



Code Word — Xiifrimeui 




utside Mitre No. 4302 

Code Word — Oakum. 
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Inside Mitre No, 4302 

Code Word — Oasis. 
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Louis XIV Combination Frieze 
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Combination Cornice and Frieze No. 4304 

Constructed by u.^iiig Cornice No. 4301, Wainscoting or Frieze No. 4303 and Moulding No. 4^^01. 
Depth of entire Frieze, 40 inches; Projection, 1^ inches. Code Word — OaicaJce. 
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Louis XIV Side Wall Plates 
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Side Wall Plate No. 4401 



Side Wall Plate No. 4402 



■■I 

i 



:, 94 X 96 inches. Code ^Xord^Ohd urate. 



Size, '24 X 96 inches. Code Word — Obedient 



/ 
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Louis XIV Wainscoting Plates 
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Wainscoting No. 4303 

Size -24 X 48 inches. This can also }>e used as a frieze on walls 

Code Word- — Xyniph. 




Wainscoting No. 4310 

Section showing two plates No. 4006 and 

two plates No. 4007, used in 

constructing AVainscoting as shown in 

Side Wall Design, No. 4503. 

Code Word — Oast. 
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Louis XIV Centre Piece 
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Size, 60 X OOiiirlR's. 



Louis XIV Centre Piece No. 4601 

Coitiposcd of four corners No. 41(>> au.l MouUllng No. 4^2(h2 

Cmlc Wovd—Ohlifjation. 



Sliipl)e(l in parts 



L 
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Louis XIV Centre Piece 



Louis XIV Centre Piece No. 4602 



Size 48 X 48 inches. Composed of tour corners No. 4103, 



Shipped in parts 



Code y\ or d— Obscene. 
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Louis XIV Ceiling Design No. 4701 

omposed otXornice No. 4301, Filler Xo. 4110, Spacin- Course \o 4^>10 with pIIc f. j 

Plate No. 4001, Moulding No. 4^20^2, and Centre Piece No 4004 Cnr V l^m ^f"^ "*"''"'' 
wall 1. inches. This combination is suitable W Zr^o'"^ iJtZrZ^:' ^^^ ' 

height of 10 feet or more. Code Word-06.c.r//y ^ "^ '" 

NOTE: We advise the use of H inch woorl sheathing when working o^er plaster or joists 
When ce.hng is .sheathed, metal may be applied directly to the wood .heathing. 
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Louis XIV Ceiling Design 
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Louis XIV Ceiling Desion No. 4702 

Composed of Cornice Xo. 4301. Filler Xo. 4110. Spacing Course Xo. 4510, with ells, tees and crosses 
and Plate Xo. 4004. Cornice Xo. 4301 drops on wall 1^2 inches. This combination is suitable 

for rooms 15 x lo feet or larger, and having a height of 10 feet or more. 

Code ^Vord — Observant. 

NOTE: \Ve advise the use of ^2 inch wood sheathing over plaster or joists. 
Wlien ceilings are sheathed, metal may be applied directly to the wood sheathing. 
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Louis XIV Ceiling Design 




Louis XIV Ceiling Design No. 4703 

Composed of Cornice No. 4301, Filler No. 4110, Moulding No. 4202, ^nd Plates Nos. 4002 4006 and 

4007 Cornice No 4301 drops on wall 12 inches. This combination is suitable tor rooms Ib^x lb _ 

feet or larger, and having a height of 9 feet or more. Code V\OTd—Obiension. 

NOTE' We advise the use of H inch wood sheathing when working over plaster or joints. 

When ceiling is sheathed, metal may be applied directly to the wood sheathing. 

Page One Hundred and Nine 




Louis XIV Ceiling Design 
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Louis XIV Ceiling Design Xo. 4704 

Composed of Cornice Xo. 4301. Filler Xo. 4110. Centre Plate Xo. 4008. Cornice Xo. 4301 drops on 
wall 1-2 inches. This combination is suitable for rooms 1^ x 1^ feet or larger, and ha^^ng 

a heisht of 1^ feet or more. Code Word — Obverse. 

NOTE: We ad\'Lse the use of ^ > incli wood sheathing when working over plaster or joists- 
When ceiling Ls sheathed- metal may be applied directly to the wood sheathing. 
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Louis XIV Ceiling Design 




Louis XIV Ceiling Design No. 4705 

Composed of Cornice No. 4301, Filler No. 4110. Moulding No. mn and Centre Piece No 460^2. 
Cornice No 4301 drops on wall 1^2 inches. This combination is suitable lor rooms 14 x 14 teet 

or larger, and having a height of 1^2 feet or more. 
VOTF- AVoor! furring strips must be placed 6 or 12 inches on centres when working over plaster or joists. 
'' When ceilings are sheathed, metal may be applied directly to the wood sheathing, 
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Louis XIV Ceiling Design 
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Louis XIV Ceiling Design No. 4706 

Composed of Cornice Xo. 4301. Filler No. 4110, Moulded Border Plate No. 4104. and Field Plate 

No. 401)1. Cornice No. 4301 drops on wall 1^2 inches. This combination is suitable lor rooms 

14 X 14 feet or larger, and having a height of 10 feet or more. Code V\ or A— Occasion. 

NOTE: ^Ve advise the use of 3^ inch wood sheathing when working over plaster or joists. 
When ceiling is sheathed, metal may be applied directly to the wood sheathing. 
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Louis XIV Ceiling Design 




Louis XIV Ceiling Design No. 4707 

ruiiiposol i.r rornicr Xo- ISOl, Filler Xo. 4110, Mouldiiifi; No. 4'2{)K and Centre Plate No. 4601 
Cornice No. 4.'iUl drops on wall l'-2 inches. This conibiiialiuii is suitable for rooms 10 x Ifi feet 
or lar^^er, and havin>< a iieiKhl of V2 feet or more. Code Word — Occupant. 

NOTK: We aHvi.si- llie iw of '2 ineh wnod :ihc;itliinf,' when working' evrr plaster or joists. 
When ceiling; is sheathed, metjil may be applieil direcUy to Ihe wuud .>lRiLLliing. 

Puiji- Otic IIiiiLtircd and Tliirtcm 
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Louis XIV Ceiling Design 



{ 




Louis XIV Ceiling Design No. 4708 

Composed of Cornice No. 4301, Filler No. illO, Moulded Border I:'.='t-,^'°^^l|'t^Ze forloon s 
\o. 400^2. Cornice No. 4301 drops on wall 12 inches. This combination i^sp'^'^^'ly "^ y"°™'' 
14 X 14 feet or larger and having a height of 10 feet or more. Code W ord— Ucfa«. 

>"OTE- We advise the vise of V^ inch wood sheatlilng when working over plaster or joists. 
Wiien ceiling is sheathed, the metal may be applied directly to the wood sheathuig. 
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Louis XIV Ceiling Design No. 4709 

posed of Cornice No. 4301, Filler No. 41 lO;, Moulding No. 4303. with ells, tees and crosses nnd 
.te No 4004. Corn ce No. 4801 drops on wall 12 inches. This condnnation "suitabirC 
rooms lo x lo leet or larger ^land having, a height of 1^2 feet or more. Code V^ord— Ochre. 

XOTE: We advise the useof.l-'2 inch wood sheathing when working over plaster or joints 
^■\hen ceiling is sheathed, metal may be applied directly to the wood sheathing. 

X 
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Louis XIV Ceiling Design 
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Louis XIV Ceiling Design No. 4710 

^"".'l^d pl^t^ X^^'iJ.n'.^'V^^^' ^y^' ^'^- ^^^^- ^l^^^^''"^^ ^^'''^^ ^^'- ^^^1"- ^^-ith ells, tees and crosses, 

W rnnn 5 - ^'^ . T^'"''^ ^"^ f^^^^ ^'^^^ °" ^^'^^'^ ^^^ "i^'^^^^^- '^^"^^ Combination is suitable 
lor rooms \o x lo teet or larger, and leaving a height of 10 feet or more. Code Vsovd— Octillion. 

^^^ men oe^Hni'' '^T "n •"] ' '' ^"t "^ """t ^l^^'-'thing, .vhen working over plaster or joists. 
^^^^"^ ^^'''^g -^ sheathed, metal may be applied directly to the wood sheathing. 
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Louis XIV Ceiling Design 
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Louis XIV Ceiling Design No. 4711 

mi>osed of Cornice No. 4.S01, Filler No. ■4-lU), Moulding No. 4-'^(>2, Plates Nos. 4001 and 400'-2, 

ilaf-ed alternately. Cornice No. 4801 drops on wall 1*'2 iriehcs. Tliis combination is suitable 

for rooms I'i x I'-Z feet or larger* and having a height of 10 feet or more. Code Vs'ovd—Odium. 

NOTK: W'e advise the use of J/j inch wood sheatliinfj when working over plaster or joists. 

When ceilinp is sheathed, mctiil may be applied direct to [In- wood sheathing. 
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Louis XIV Ceiling Design 




Louis XIV Ceiling Design No. 4712 

Composed of Cornice No. 4301, Filler No. 4110, Spacing Course No. 4^210, with ells, tees and crosses, 

Field Plate No. 400^2. Moulding No. 4^202, and Centre Plate No. 4004. Cornice No. 4301 drops 

on \yall 12 Inches. This combination is suitable for rooms 20 x 20 feet or larger, and havnig 

a height of 10 feet or more. Code Word — Odorate. 

XOTE: We advise the use of V^ inch wood sheathing when working over plaster or joists. 
^MleD ceiling is sheathed, metal may be applied directly to the wood sheathing. 
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Louis XIV Ceiling Design 





Louis XIV Ceiling Design No. 4713 



C 



omposed of Cornice Xo. 4301. Filler No. 4110. Spacing Course No. 4*2 10, ^vith ells/tees and crosses, 
and Field Plate No. 4001. Cornice No. 4301 drops on wall 1^2 inclies. This comhiriation i.s 
suitable for room.s 15 x 15 feet or larger, and having a height of 10 feet or more. 

Code Word — Offertnre. 

NOTE: We advise the use of ^9 intl' wood sheatliing when working over plaster or joists. 
When ceiling ii sheathed, metal may be applied directly to the wood sheathing. 
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Louis XIV Ceiling Design 




Louis XIV Ceiling Design No. 4714 

Composed of Cornice No. 4:?U1, Filler No. 4110, Moulding No. 4^20^2, and Plate No. 4005. 
JNo. 4J01 drops on wall 1^2 inches. This combination is suitable for general use. 

Code Woi'd^Officer. 

XVU '^^^,.^^™^ }^^ "«^, of ?^ in^h .vood sheathing when working over plaster or joists. 
\\hen ceiling is sheathed, the metal may be apphed directly to the wood sheathing- 
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Louis XIV Ceiling Design 








Louis XIV Ceiling Design No. 4715 

omposed of Cornice No. 4.'«)1 , Filler No. 4110, Spacing Cour.se No. 4^10, will, ell.s tees and crasses, 
and Plate No. 400;5, Cornice No. 4.'501 drops on «all 1^2 inche.s. 1 his co.nb.mition i,s .suitable 
for rooms 15 x 15 feet or larger, and having a height of 10 teet or more. < ode Word-Oleander. 

KOTF- Wo advise the use of ;., incll ^voori sheathing when workinp over phister or ,o>st.s. 
When eemng is sheathed, .netal n,ay he apphed direetly to the wood sheath„,g. 
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Louis XIV Side Wall Design 




Louis XIY Side Wall Design No. 4501 

Composed of Side Wall Plate Xo, 440^2, Chair Rail No. 4^201, Filler No. 4110 and Wainscoting 
No- 4303, Cornice No. 4301 shall be understood as part of the ceiling- Code Vs'ovd— Obelisk. 

NOTE: The base board shown on the above cut is made from metal, and is only shipped when specified. 

We advise applying all side wall finish to 5^ or J^ inch wood sheathing- 
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Louis XIV Side Wall Design 




Louis XIV Side Wall Design No. 4502 

Composed of Spiic-inj,' Course No. 4^210, with tees mik] erosses. and Side Wtdl Plate Xd. 4401 
('(.mice No. 4.'J(n -hall he uiKh'rstoiKl as pari of the ceihlif?. Code V^ovd—o'hjccf. 
SUiE: The huAe Inutrd .sliouii uji Uic jihovn ctil is in;i<lr from metal, and is only shipped when sne.-iliod' 

Wo advi-ic applying all s)d<- \v;ill finish h. ■'■ ^ or y^ Inch wood ^hc-atldn;,'. 
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Louis XIV Side Wall Design 
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Louis XIV Side Wall Design No. 4503 

Composed of Side Wall Plate No. 440^2, Chair Rail No. 4'-2()l. Wainscoting Plates Nos. 4006 and 4007 

Cornice No. 4301 shall be understood as part of the ceiling. 

Code "Word — Oblation, 

NOTE: The base board showii on the above out is made from metal, and is onlv shipped when speeLfied. 

We advise applying all side wall finish to 5^ or "g inch wood sheathing. 
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Miscellaneous Ceiling Plates 





Plate No. 551 

Size ^24 X "-24 inches. "Designed b2 inch multiple 

Code ^Yord — Mechanic. 




Plate No. 553 

Size 24 X 24 inches. Designed 6 inch multiple. 

Code y^lord— Medical. 




Plate No. 552 

Size 24 X 24 inches. Designed f) inch niiiltiplc 
Code Word — Mediate. 




Plate No. 554 

Size 24 X ^24 inches. Designed 6 inch multiple. 
Code Word — Medicine. 
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Miscellaneous Ceiling Plates 
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Plate No. 556 

Size ^>4 X 24 inches. Designed 6 inch multiple. 

Code Word — Maine. 




Plate No. 557 

Size 24 X 24 inches. 
Code Word — Melange. 




Rococo Plate No. 558 

Size 24 X 24 inches. 
Code Word — Mediate. 




Rococo Plate No. 559 

Size 24 X 24 inches. 
Code Word — Medium. 
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Miscellaneous Ceiling Plates 





Greek Plate No. 560 

Size ^24 X "24 inches. 
Code A\ord — Meefihg. 




Plate No. 562 

Size 24 X ^24 inches. Designed 12 inch multiple 

Code \Vord — Medal. 
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Plate No. 563 

Mze ^34 X 24 Inches. Designed 6 inch multiple 

Code Word — Melon. 




Plate No. 564 

Size 24 X 24 inches. Designed 12 inch multiple. 

Code Word — Melgate. 
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Miscellaneous Ceiling Plates 
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Plate No. 565 

Size, 24 X 24 inches. Design, 3 inch multiple 

Code Word — Melhund. 



Plate No. 566 

Sizer24 X 24 inches. Design,' 6 inch multiple 

Code Word — Melody. 



Beaded Ceilings 

Made in sheets up to 96 inches in length and covering 28 inches in width. 

Beaded sheets are used largely for ceiling warehouses, and other large buildings, and are frequently nailed directly to joists, 
doing away with sheating boards. The beads on our sheets are well proportioned, straight and accurate. 




Fig. 852 

Beads 3 inches apart. A 30 inch sheet, when made into Beaded Sheets, covers 28 inches, 

Code Words — Painted, Jealous; Galvanized, Jearing. 
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MISCELLANEOUS MOULDINGS 
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Moulding No. 258 

Size, -lyi X 48 inches. Also made "Z and V/i inches deep. Code Word — Master 




Moulding No. 260 

Size, V/z X 48 inches. Code Word — Manual 
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Moulding No. 261 

Size, ^Z'i^i X 48 inches. Code ^Kovd— Manning. 
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Moulding No. 262 

Size, -1- X 48 inches. Code Vsoxd^MascuUne. 
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Moulding No. 263 

Size, 3H ^ ^^ \n<^^^^^- Code V^ovii—Mumijadure 
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Moulding No. 265 

Size, 5 X 48 inches. Thi. moulding can also be used as a chair rail. Code V^ord- Man urate. 
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Moulding No. 268 

Size. 4 X 48 inches. This moulding can also be used as a chair rail. Code ^^o.d^ Manuscript. 
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MISCELLANEOUS CORNICES 




Cornice No. 456 

Depth, 7 inches. Projection, 6 inches, 
Code Word — Macerate. 



Cornice No. 458 

Depth, 53^ inches. Projection, 5j^ inches, 

Code Word — Madax. 






Cornice No. 459 

Depth, 6 inches. Projection, 5}4 inches. 

Code Word — Mader. 

Also Cornice No. 459a. Depth, 9 inches. Projection, 9 inches. Code Word— i»fa(/ero. 
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Miscellaneous Cornices 




Cornice No. 460 

Depth, 7 inches. Projection, G^i inches. Code Word — Mafkino 
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Cornice No. 461 

Depth, 2J^ inches. Projection, 23^ inches. Code Word— Magnate. 





Cornice No. 462 

Depth, 3H inches. Projection, S% inches. Code V^ord^Magic 





Cornice No. 463 

Depth, m inches- Projection, Sj^ inches. Code \N or d-Maceable. 
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BEAM COVERINGS 



BEAM N? 300J 




These illustrations will 
suggest to our cuMtomers 
many ways of covering beams 
and of designing false beams 
where a particularly dignified 
and stately effect is desired. 



Cornice No. 50S0, with Plate No. 30i 
and plain Angle Mould. 
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BEAM N? 3002 



i 




Stock Angle Mould 

Diameter 1 inch. 

■\Ve make Angle Moulds in various 

sizes, to suit requirements. 



Cornice No. 4301, with Plate No. 682 
and plain Angle Mould 

BEAM N? 3003 



BEAM N? 3004- 




Cornice No. 50^29, with Plate No. 4401 
;[••* ''and plain Angle Mould. 



Cornice No. 4302, with Plate No. 4401. 
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ROCOCO CORNICE AND MOULDING 




Rococo Cornice No. 457 

Depth, 13 inches. Projection, 1^2 inches. 
Dei)th and Projection may^be varied to suit requirements of room 



Code Word^ — Modena 






Outside Mitre Leaf 
No. 457 

r.sed with Cornice No. 4.37. 
Code Word — Madhome. 



Profile of Cornice 
No. 457 



Inside Mitre Leaf 
No. 457 

Used Avitli Cornice No. 457 
Code AVord — Madhead. 




Rococo Moulding No. 255 

Size, () X 48 inches. Code Vs'ovd— Marriage 






Ell No. 255 

6x6 inche.^. 
Code Word^ Marrow. 



Cross No. 255 

6x6 inches. 
Code Viovd—Marh-halL 

Page One Hundred and Thirty-Three 



Tee No. 255 

6x6 Inches. 
Code Word — Martin 
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Rococo and Miscellaneous Fillers 




Rococo Filler No. 303 

Size, -24 X 48 inches. Also made in any width from 8 to 24 inches 
This j)attern can be used as a frieze on the wall and makes a very pretty finish 

Code AYord — Mystery. 
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Filler No. 304 

Size, 24 X 90 iihIk's. This can al^o be used as a side waH phite. Code AVord 
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Si.e, .4 X 96 inches. Thi. can also ^b" uTed'ls 'a S wal, plate. 
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Rococo Wainscoting Plates 





Rococo Wainscoting 
Plate No. 604 

Size, 12 X 34 inches. 
Code Word— Mensal. 



Rococo Wainscoting Plate No. 602 

Size, '24 X 34 inches. A combination of 

Wainscoting Plates Nos. 603 and 004. 

(^ode y\' ord^- Mcnology. 



ROCOCO — French Renais- 
sance style was succeeded by 
Rococo or Loui.s XV style 
which is a meaningless but very 
rich collection of fantastic 
scrolls, elaborated with great 
freedom and originality. 

Our plates Nos. .-558 and 559 
(see page 1^27) belong to this 
classification, as do also Filler 
No. 303 (see page 135) and the 
Cornice and Moulding shown 
on the preceding page. » 




fl 







ii| 



Rococo Wainscoting 
Plate No. 603 

Size, 12 X 34 inches. 
Code yVoid—Meyiow. 
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VENTILATING CENTRES 



These Ventilating 
Centres are designed 

to properly ventilate 
a moderate sized 
room. Of course, 
customers mu.^t use 
their own judgment, 
as to how nuicli ven- 
tilation i:^ required, 
aceording to the .size 
of room>, and their 
uses. 




If desired, we can 
cut out a certain 
portion of the stipple 
on the background 
of Plates Nos. 5001 
and 5003 and Centre 
Piece No. 5042, thus 
making them venti- 
lating. 



Ventilating Centre No. 5045 

Same as Centre Piece Ko. 5010, with stipple portions cut out. Code Word — Accreture. 





a- Y;f"*','^*^*'^ ^^"**'f No. 646 Ventilating Centre No. 648 

bize, 30 inch diameter. Code y^ ord-Meloge. Size, 49 x 49 inches. Code Wovd-Metahnanner. 
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Ventilating Centres 
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Rococo Ventilating Centre No. 645 

^ize, '■24 X '■24 inches. Code Word— J/c/^/V/. 




•I 



It 



L '■ 



Ventilating Centre No. 647 

Size, 50 inch diameter. Code V\' or d^Mefal man 
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MISCELLANEOUS CEILING 

DESIGNS 




Section of Ceiling composed of Plates No. 563, applied 'diagonally. 
We arrange these plates witli Border, Mouldings, Cornice, etc., to suit individual requirements 
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Miscellaneous Ceiling Design 





Soclioii ol" ('(-Iliny; composed ol" Plates No. 564, applied dluR-onally. 
Wo arrar>-(' ihcso IMalcs wiLli Hordrr, ^NEouldiugs, CovuU-c, etc.. to suit Individual rc(,i.irements 
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Miscellaneous Ceiling Design 




Section of Ceiling composed of Plates No. 566, applied diajronally, 
^Ve arrange these Plates with Border, Mouldings, Cornice, etc., to suit individual requirements 
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Miscellaneous Ceiling Design 
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Miscellaneous Design No. 4801 (P) 

Composed of Cornice No. 456, Filler No. 303, Moulding No. ^155, and Plate No. 560. C-orniee 

No. 450 drops on wall 7 inches. This combination is suitable for rooms l^x \^l feet 

or larger, and having a height of 9 feet or more. Code Wovd—Midwinier. 

' NOTE- "^'f ad\isc the use of l^ inch wood sheathing when working over plaster or joists. 
When ceiling is sheathed, metal may be applied directly to the wood sheathing. 
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Rococo Ceiling Design 






Rococo Design No. 4802 ^R) 

Composed of Cornice No. 457, Filler No. 303, Moulding No. U5, witli ells, tees and crosses, Plates 

Nos. 558 and 559. Cornice No. 457 drops on wall 13 inches. This combination is suitable for 

rooms 16 x 16 feet or larger, and having a height of 10 feet or more. Code Word — Midway. 

NOTE: We advise the use of H inch wood sheathing when working over plaster or joists. 
When ceiling is sheathed, metal may be applied directly to the wood sheathing. 
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PRESTON CEILINGS SEEN IN ACTUAL USE 




Ceiling in J. D. Ivey & Co.'s \Yarehouse, Toronto 
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Ceilinii- In '"Semi-Ready" Wardrobe, Berlin, Ont 
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Preston Ceilings Seen in Actual Use 



Ceilinc in Rotunda of Hotel Del Monte, Preston, Ont. 




Ceiling in Cant's Drug Store, Gait, Ont 
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Preston Ceilings Seen in Actual Use 




Illustrating one of our Ceilings in Berlin High School. 
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Ceiling in Hotel Kress Bar, Preston, showing our Art Metal Panel Work on Beams 
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Preston Ceilings Seen in Actual Use 




One of our Louis XIV Ceilings in Hardware Store of P. Hymmen, Berlin, Ont 




Ceiling in AVurster's General Store, Preston, Ont 
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Preston Ceilings Seen in Actual Use 




Ceiling- in GrilVs Hardware Store. Hespeler, Out 
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Illu.strating Ceiling in Sullivan's Saloon, Toronto, Ont. 
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Preston Ceilings Seen in Actual Use 



Ct'iliiiLi. in Grand Union Hotel, Ottawa, Ont 




Ceiling in Opera House, Sydney, X.S., looking towards the gallery 
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Preston Ceilings Seen in Actual Use 




Cciliiiji' of ;i Bar i3i M()iitr<^;iK Qu(.\ 
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Rea's Departmental Store, Ottawa, Ont.. in which our Steel Ceilings are used throughout 
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Preston Ceilings Seen in Actual Use 



Ceiling in Wesley Methodist Church, Brantford, Ont. 
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Ceiling in Public Hall, Wellington, N.Z. 
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Preston Ceilings Seen in Actual Use 




Showing Coiling in Ed\\ards' Driis; Store, Gait. 




Ceiling in Tnksnter's Dry Goods Store, raris. Ont. 

Pai/c Ont- Ibntdrcd und lifty-One 
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Preston Ceilings Seen in Actual Use 
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Ceiling in Waugh's Gents' Furnishing Store, Hamilton, Ont, 




Ceilingjin Bleiler's Barber Shop and Pool Room. Preston, Ont. 
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■ Preston Ceilings Seen in Actual Use 




Sho\vina" Steel Ceiliiiir in "Little Giant"" Drv Goods Store, (ialt. Out. 
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Ceilin**- in Hard^vare Store of Bernhardt & Gies, Preston, Ont 
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Preston Ceilings Seen in Actual Use 



Ceiling \n Court House Corridor, Hamilton, Ont. 




Ceiling in Victoria School, Gait, Ont 
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Preston Ceilings Seen in Actual Use 
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Ceiliuii in AYaldort' Hotel Dinin<i' Room. HamiltotK Ont. 
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Ceiling in Dickson School, Gait, Ont 
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Preston Ceilings Seen in Actual Use 




Ceiling In Corey's Grocery Store, Brantford, Ont. 
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Ceiling in Methodist Church. Hespeler, Ont- 

Steel Ceilings are especially suited for the decoration of churches. Their acoustic properties, their dignified appearance, and 

their permanence all mark them as the ideal material for work of this kind. 
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Preston Ceilings Seen in Actual Use 








Ceiling in Dining Room of New American Hotel, Brantt'ord, Ont. 




Celling' in Phin's Drug Store, Hespeler, Ont. 



Page One Hundred and Fifty-Seven 



- 1 I ' f - *^ - ■ 



■^T-r 




f 



Preston Ceilings Seen in Actual Use 
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Another View of Ceiling in Opera House in Sydney, N.S. 
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Ceiling in King Edward School, Berlin, Ont. 
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Preston Ceilings Seen in Actual Use 
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Sliowing Ceiling in Departmental Store of Stanley Alills & Co., Hamilton, Ont 




Ceiling in Head Office of Retail Merchants' Association, Toronto, Ont. 
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